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36 x 72mm

HUMIDITY CONTROLLER HC404

Display specifications

3 Digits 7 Segment LED single white display

Technical specifications

Display 

Control output

Special feature 

RH sensor

1

±1% of Full scaleIndication accuracy

Inputs

Input specifications

Set point

1 / 0.1%

0.2 to 10sec

Resolution

FTC

Output specifications

10A @ 250V AC

Humidification / Dehumidification

3 Digits, 7 Segment LED single white display

Capacitive touch keypad

RH sensor input

Compact size

RH sensor enclosed

10A Relay output

Features :

Auxiliary relay output

ON / OFF control

0 to 100% Humidity Control range

Certifications : , IP65
IDM Applicable

Alarm output 5A @ 250V AC

90 to 270V AC / DC @ 50 / 60Hz Supply voltage

Auxiliary supply specifications

Power consumption

Temperature

Environment specifications

ON - OFF (humidity)Control action 

-19.9 to 19.9

Adjustable from 00 to 99 min

Display offset adjustment

Reset time delay

Functional specifications

3 VA max @ 230V AC

Operating : 0°C to 50°C (32 to 122°F); 
Storage : -20°C to 75°C (-4 to 167°F) 

PanelMounting

Weight 

95% RHHumidity (non - condensing) 

Mechanical specifications

1 meterCable length

Dimensions (mm)

Sensor Information

52 x 28.8 x 18

Input range 5V DC

Display alternates between ‘HA / PV’High alarm

Low alarm Display alternates between ‘LA / PV’

93 gms

Alarm indications
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Dimensions (All are in mm)Terminal connections 

Front bezel Side view Panel Cutout

Ordering information Ordering information 

HC404 RH 90 to 270V AC / DCRELAY (10A)

Product Code
Control Output

Supply Voltage CertificationInput
Output 1

Alarm

RELAY (5A)

HC404

RD BL GR L N NO2 NC2 NO1 COM1
NC1COM2

ALARM CONTROL

RD - Red Wire - +5V Supply

BL - Black Wire - GND

GR - Green Wire - Signal
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Humidity Sensor Performance

Sensor Dimension (Top & Side)

NOTE : Length of the cable can be increased by using compensation 
cable upto 3 meter. After that accuracy may vary by 1% / Meter. 
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Ventilation
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Sensor Dimension (Top & Side)

Tolerance of RH at 25°C

Compliance

HUMIDITY CONTROLLER
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                 Typical tolerance

   

   - - -      maximal tolerance

Relation between the ratiometric analog voltage output and measured relative humidity. 
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